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FOVER MARK SENSOR/LABEL SENSOR/GEAR SENSOR

mGeneral Data

Operating Voltage T {F&&

10~30VDC , Ripple < 20% P-P

Current Consumption $ZE 7

40 mA max

Output Current #5357

150 mA max

lllumination %ML

Camplight < 5,000 Lux , Sunlight < 10,000 Lux

Housing Material #}8§#1&

Intensive ABS

Operating Temp/Hum T {EIBiE

-20°C ~ +70°C , 35% ~ 85% RH

mSpecification
Type Iz MARK SENSOR LABEL SENSOR
Model #I5E SU-07W SU-07G SU-07R MU-07X
Emitter 35843¢IE White Light Green Light Red Light Intrared LED
Output Method &H 7530 NPN & PNP Two Output
Response Frequence ZfESEER 1KHZ
Sensible Object aJ#&AI1¥) Transparent Object Semi-Transparent
Sensitiuity Adjuster FkfEFH%EEE 270" Trimmer
Output Status & HAEE Standard : NO , -B : NC Optioned
Type Bz GEAR SENSOR
Model #UgE SU-07X SU-07XP
Emitter 3553¢R NPN PNP

Output Method &H 7578

Intrared LED

Response Frequence ZEfEEER

5KHZ

Sensible Object w4513

Non-Transparent Object

Sensitiuity Adjuster &:fEFHEE

Without Trimmer

mOutput Circuit & Connection Dlagrom mDimension
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